Road Occupancy Permit

Borough of Plum

BER6O

The following are the requirements for obtaining a Road Occupancy Permit, and inspection procedures:

1. Allindividuals that undertake road openings with the Borough must submit a Road Opening Bond of $15,000
with the Borough of Plum as the sole beneficiary. The permit will be issued once the bond is in place.

2. Road Occupancy Permits will be required before the project begins, except for emergencies, a permit is
required for any opening or road bore in a public road or right of way.

3. All openings must be paved and sealed within 14 days of beginning work as per the attached separation.

4. The Borough will inspect the project 90 and 180 days after completion. If any repairs are necessary, the agency
will be notified to commence repairs within 30 days.

5. 30 days after notification, the Road Opening Bond will be drawn upon for the necessary repairs.



APPLICATION FOR ROAD OCCUPANCY PERMIT
Date:

Permit #
Borough of Plum Issuing Permit Fee $
2000 Old Mine Road Inspection Fee $
Pittsburgh, PA 15239 Total S

Road name where work is to be done:

Applicant: Phone:

Applicant address:

For permission to:

Description and purpose of work:

Under and subject to all the conditions, restrictions, and regulations prescribed by the Municipality and on the general provisions
and specifications, a true copy whereof is attached and made a part hereof, with the same force and effect as if written or printed
herein and under and subject to the special conditions, restrictions, and regulations herein set forth.

GENERAL: Approx. date work will be started: . Approx. date work will be completed:

The road surface is improved to a width of: feet. Distance from center of line to roadway to gutter or ditch:

feet.

Distance from centerline of road to Right-of-Way line: feet.

POLES AND TOWER: Number of poles to be erected: . Nearest distance from center of road to structure: feet.
Distance of proposed work along the road: ___ feet.

PIPE LINE AND CONDUITS: The improved surface of the road (will) (will not) be opened. Approximate area of openings in improved
surface: sq. yds. Approximate area of openings on unimproved part: sg. yds. Length of trench along the
road: feet. Depth of trench below surface: inches.

TO BE COMPLETED BY MUNICIPALITY

Schedule Item No.

Unit Fee

Number of Units

Total Fee

The applicant is (an individual) (a partnership) (a corporation incorporated under the law of )

Name of Applicant:

By:

(Executive Officer or Authorized Representative)



WEARING COURSE SHALL BE MILLED
AND REPAVED WITH SUPERPAVE FROM

CENTER OF CARTWAY TO CURB OR SEAL ALL JOINTS WITH
Existing LIMIT OF PAVING MATERIAL AND SAND
Curb 1 1/2" OF SUPERPAVE BITUMINOUS (MIN. 6" WIDE, TYP.)
L ’F WEARING MATERIAL, COMPACTED
T__
Existing Existing
Street Surface Street Surface
L 6" COMPACTED,
12" MINIMUM 25 MM SUPERPAVE
BEARING ON BASE COURSE
UNDISTURBED (PLACED IN TWO LIFTS)
GROUND
NOTE: (TYPICAL OPPOSITE SIDE) ——— | BACKFILLING REQUIREMENTS
— REMOVE ALL MATERIAL EXCAVATED FROM
PATCH SHALL BE CUT BACK TRENCH AND REPLACE WITH ONE OF THE
A MINIMUM OF 12" FROM FOLLOWING (AS SPECIFIED)
EACH EDGE OF THE TRENCH TRENCH SHALL BE BACKFILLED WITH 2A
TO PROVIDE A FIRM BENCH LIMESTONE OR AASHTO/ PENNDOT NO. 2RC
FOR THE EDGES OF THE PATCH AGGREGATE FROM ABOVE TOP OF PIPE
ZONE.
NOTE:
REFERENCE SUPERPAVE PER PA DOT 6" MIN.
SECTION 409, MIXTURE 1!
& DESIGN STANDARDS
< PIPE ZONE BACKFILL

NOTE:

DURING COLD WEATHER WHEN SUPERPAVE MATERIAL IS NOT AVAILABLE FROM THE
ASPHALT PLANTS THE TRENCH SHALL BE BACKFILLED WITH BEDDING MATERIAL TO AN
ELEVATION WITHIN 3" OF THE ROAD SURFACE. THE TRENCH SHALL THEN BE SURFACED
WITH A TEMPORARY PATCH OF COLD PATCH MATERIAL. AS SOON AS THE ASPHALT
PLANTS OPEN IN THE SPRING, THE CONTRACTOR SHALL REMOVE THE COLD PATCH
MATERIAL AND SAW-CUT THE REQUIRED BENCHES AND THE SUPERPAVE MATERIAL
SHALL THEN BE PLACED AND SEALED. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR MAINTENANCE ON THE TEMPORARY PATCH AND SHALL KEEP A SMOOTH

RIDING SURFACE ON THE STREET UNTIL THE PERMANENT BITUMINOUS MATERIAL IS
INSTALLED.

TYPICAL DETAIL FOR

PLUM BOROUGH REPAIR OF PAVED STREET

FOR ROADWAY OPENING

S RF. MimauL & Associates. ING.| Nt to Scale | ADOPTED: JANUARY 2018 PB-028
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